297-026

331-001

310-002

309-002

546-102

552-012
553-002

559-001

572-001
565-002

_CABLE; ISO 37317 WAY

545-585  5850MM (230") WHEELBASE

SAE J560 7-WAY PRIMARY TRAILER
CABLE RECEPTACLE MOUNTED LOWER
CENTER BACK OF CAB

SUPPLEMENTAL ISO 3731 7-WAY
RECEPTACLE LOCATED WITH PRIMARY
RECEPTACLE

12' DETACHABLE STRAIGHT PRIMARY
TRAILER ELECTRICAL CABLE WITH SAE
J560 CONNECTOR

12' DETACHABLE STRAIGHT 10
SUPPLEMENTAL TRAILER ELECTRICAL

7/16" X 3-9/16" X 11-1/8" STEEL FRAME 590 180
(11.11MM X 282.6MM/.437" X 11.13")120KSI

1450MM (57") REAR FRAME OVERHANG

FLANGED TAPERED END OF FRAME

STANDARD WEIGHT ENGINE
CROSSMEMBER

STANDARD REARMOST CROSSMEMBER
HEAVY DUTY SUSPENSION

_ CROSSMEMBER

59

556-105

557-003
558-001
574-007

585-1AH
590-001
586-015
551-002

583-059
602-010

, ONE (ABO )
DECK PLATE
14.5" HENDRICKSON AERO CLAD BUMPER 10
STAINLESS STEEL CLAD ALUMINUM
CENTER STEP CUTOUT IN BUMPER
FRONT TOW HOOKS - FRAME MOUNTED
BUMPER MOUNTING FOR THREE LICENSE
PLATES
BETTS B-7 PAINTED MUD FLAP BRACKETS 10
BLACK MUD FLAPS
FRONT ANTI-SPRAY CAB MOUNTED MUD
FLAPS
HUCK-SPIN ROUND COLLAR CHASSIS
FASTENERS
PLASTIC QUARTER FENDERS WITH LOGO 30
STEP BOX W/RMVBL COVER - PLAIN W/

578-327

A01-99D

577-229

582-015
890-001

579-005

HOLLAND FW35 SERIES 18.4" MANUAL
SLIDE 5TH WHEEL

REQUESTED MIN UNLADEN 5TH WHEEL
HEIGHT : 48.0in

5STH WHEEL 229MM(09.0")AHEAD OF SUSP
C/L

227MM (8.94") STH WHEEL HEIGHT

- DASH MOUNTED CONTROL VALVE AND

PLUMBING FOR FIFTH WHEEL
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